HPO60

SPRAY GUN NOZZLE

DIMENSIONI (mm) « SIZE (mm) « DIMENSIONES (mm)

Ugello in ceramica per portagetti a farfalla su barre irroranti e
lancia a leva.

LL'L f- Ceramic nozzle for butterfly nozzle holders installed onto spraying
T -— booms and lever-controlled spray guns.
10 Boquilla de cerdmica para porta-boquillas de mariposa en barras de

riego y lanza de palanca.

I/min (Valori indicativi; la portata reale puo dipendere anche dalla lancia.)
I/min (Indicative values; the actual flow rate may also depend on the spray gun.)
F COD. I/min (Valores indicativos; el caudal real puede depender también de la lanza.)
(mm) %%%E 5 bar 10 bar 15 bar 20 bar 30 bar 40 bar 50 bar
- = = o) = ) = s s = o) = )
| A | A | A | A | A | A | A
0,6 HP06006 0.37 0.33 0.53 0.46 0.65 0.56 0.75 0.65 0.92 0.80 1.06 0.56 1.18 0.56
0,8 HP06008 0.67 0.53 0.94 0.74 1.15 0.91 1.33 1.05 1.63 129 1.88 0.91 2.1 0.91
1,0 HP06010 1.04 0.93 147 1.31 1.80 1.60 2.08 1.85 2.55 2.27 2.94 1.60 3.29 1.60
1,2 HP06012 1.50 1.15 2.12 1.63 2.60 1.99 3.00 2.30 3.67 2.82 4.24 1.99 4.74 1.99
1,5 HP06015 2.32 177 3.28 2.51 4.02 3.07 4.64 3:55 5.68 4.35 6.56 3.07 7.33 3.07
1,8 HP06018 3.43 2.85 4.84 4.03 5.93 4.94 6.85 5.70 8.39 6.98 9.69 4.94 10.83 4.94
2,0 HP06020 4.16 2.60 5.89 3.68 721 4.50 8.33 5.20 10.20 6.37 1.77 4.50 13.16 4.50
2,5 HP06025 6.45 3.30 9.12 4.67 11.17 5.72 12.90 6.60 15.80 8.08 18.24 5.72 20.40 5.72
3,0 HP06030 9.37 5.87 13.25 8.29 16.22 10.16 18.73 11.73 22.94 14.37 26.49 10.16 29.62 10.16




